TOP SECTION OF 6" VALVE BOX
(TO BE LOCATED IN FIELD BEHIND
CURB LINE)

2" SCHEDULE 40

MH OPENING TO BE
POSITIONED ABOVE
CORP STOP

GROUND LINE

THD PVC PLUG

| — 2479

~

60”8 PRECAST
L~ CONC MH

PVC 2" INSERT x 2°
FEMALE PIPE THD
ADAPTER FASTENED
TO PIPE WITH
STAINLESS STEEL
CLAMPS WHEN USING

2" D FLEXIBLE J

POLYTHYLENE OR
PVC PIPE WITH
MIN 12" RADIUS

STATION

LOCATION 1-10

1 1/4" IP THD OUTLET WITH
1 1/4" CORP STOP
(MUELLER H-10012)

|~

POLYTHYLENE 7 1/4" FIELD TAP WITH
| &z/ | 1 1/4" CORP STOP
(FORD F-400)
O | DI PIPE ONLY
€ PIPE
(_ TN L - _ B
NOTES: _ELEVATION
1. THE PURPOSE OF THIS INSTALLATION IS TO ALLOW
FOR RECORDING THE FLOWS IN THE PIPE OVER A
PERIOD OF TIME WITH A DEVICE CALLED A PITOT
TUBE, WHICH IS INSERTED INTO THE PIPE THROUGH
THE CORPORATION STOP.
2. THE DISTANCE BETWEEN RUNGS, CLEATS, AND STEPS
SHALL NOT EXCEED 12 INCHES AND SHALL BE
UNIFORM THROUGHOUT THE LENGTH OF THE LADDER.
GROUND LINE .
24" MH RING
AND COVER
CONC EXTENSION
COLLARS
SAND .
BAGS I——PRECAST CONC
- FLAT MH COVER
MASTIC ALUMINUM [ (ASTM C 478)
~ (TYP) a i RUNGS AT |
= x 12" MAX T 60"9 PRECAST CONC MH
> V=1 ToP OF SECTIONS WITH LADDER
| PIPE — RUNGS (ASTM C 478)
. '
° O ) 4 —# AT
K N 4
h - SFlv 1
-,,§ 3—#6 CONT (TYP)
™ SAND BAGS TO o+
BE INSTALLED
4 UFT AS REQUIRED
RING (3"
RADIUS)
SEQDQ[I ”!”_”!”
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